
Abrasive screen, self-fastening, waterproof

AN 900
  

Properties
Bonding agent Resin

Grain Ceramic Al. oxide

Coating Open

Backing Polyester screen

Product benefit
Abrasive screen with ceramic grain for maximum aggressiveness and

long service life - Effective and full-surface dust extraction thanks to

open grid structure - Dust-free grinding extends the service life of the

abrasive - At the same time, improved health and safety thanks to

reduced dust formation at the work station - Independent of existing

extraction hole patterns - Waterproof

Materials
Wood J

Wood-based materials J

Paint/Varnish/Filler J

Gel coats J

Plaster J

Plasterboard walls J

Composite materials J

Applications
* Drywall installations

* Paint shops

* Automotive industry

* Boat and shipbuilding

* Wind energy industry

* Wood processing industry

Available grits:
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Diameter

in mm

grain Hole pattern Packing

unit/pcs.

Cat.

number

125 60 " Screen 50 726424

125 80 " Screen 50 726104

125 100 " Screen 50 726068

125 120 " Screen 50 726103

125 150 " Screen 50 726102

125 180 " Screen 50 726099

125 220 " Screen 50 726091

125 240 " Screen 50 726079

125 320 " Screen 50 726078

125 400 " Screen 50 726041

150 60 " Screen 50 726435

150 80 " Screen 50 726120

150 100 " Screen 50 726119

150 120 " Screen 50 726117

150 150 " Screen 50 726116

150 180 " Screen 50 726081

150 220 " Screen 50 726115

150 240 " Screen 50 726114

150 320 " Screen 50 726107

150 400 " Screen 50 726110
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